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Brusni segmenti
Brusni segmenti se koriste za ravno brušenje - brzo uklanjanje velike količine materijala.Segmenti se koriste u setovima( 5,7,9 itd.) zavisno od tipa mašine.

Izrađujemo ih sa smolnom i keramičkom vezom.

U nastavku su prikazane najčešće korišćene forme sa pregledom mogućih dimenzija.
F31A LxAxC
	L
	100
	120
	150
	200
	250
	300

	A
	60
	60,90
	50,60,80,90,100
	80,90,100,110,120
	80,100,110,120,183
	200

	C
	20
	20,35
	25,30,35,40
	30,35,40,50,60
	40,50,60
	40


F31B LxA/BxC
	L
	100
	110
	150
	150
	165
	175
	250

	A
	65
	50
	100
	100
	65
	70
	80

	B
	50
	40
	85
	85
	58
	64
	65

	C
	20,30
	20
	40
	35
	20
	25
	80


F31C LxA/BxC-R1-R2
	L
	32
	100
	110
	110
	120
	120
	140
	150

	A
	155
	80
	85
	72
	77
	95
	74
	106

	B
	120
	70
	57
	40
	55
	72
	54
	68

	C
	42.3
	18
	25
	28
	18
	25
	20
	30

	R1
	151
	150
	140
	150
	125
	150
	170
	200

	R2
	109
	130
	115
	122
	107
	125
	150
	170


F31D LxA/BxC-R1-R2
	L
	68
	80
	90
	90
	130

	A
	63
	75
	50
	51
	89

	B
	58
	70
	45
	44.5
	76

	C
	20
	18
	16
	16
	30

	R1
	185
	150
	100
	152.5
	227

	R2
	165
	130
	76
	168
	206
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90C46J4B
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90C46KEB
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F31DR LxA/BxC-R1-R2
	L
	102
	150
	165

	A
	65
	101.5
	62

	B
	57
	83.7
	55.4

	C
	25
	37.5
	20

	R
	205
	206.5
	250


INTERNI STANDARD LxA/BxC-R1-R2
	L
	210
	210
	210
	210

	A
	90.5
	119
	145
	145

	B
	75
	86
	130
	130

	C
	52
	55
	63
	63

	R1
	254
	320
	400
	450

	R2
	202
	265
	337
	387


Ostale dimenzije su dostupne na zahtev.

[image: image10.png]Brusenje segmentima

Univerzalna upotreba
Universal Application

Celik - pretezno nekaljen
Steel - mostly unhardened

Celik -pretezno kaljen
Steel - mostly hardened

Grinding with Segments

21A24K8V

21A36H12V




[image: image11.png]Celik - nekaljen
Steel - unhardened

Celik - kaljen do 63 HRC
Steel - hardened to 63 HRC
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